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Plan for gates. Make the opening between posts exactly the ordered size of the 

gate. The actual size of the gate will be 1 .5” smaller to allow clearance for hinges 

and latch. For example, a 36” wide gate will be made 34.5” wide. Be sure the posts 

are plumb, level, and aligned. 

INSTALLATION

GUIDE
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STEP ONE
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INSTALLATION

GUIDE
VINYL GATE

STEP TWO Install top and bottom gate hinge plates on gate. The plate should be aligned 

with rails (see Diagram 1). If the rails are routed and overlapping, the plates 

should be placed on the inside and as close to the edge of the rails as possible 

(see Diagram 2). 

Position the top rail of the gate directly in line with the top rail of the fence. 

Mark where the post hinge plates will be mounted. Mount the plates. 
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Complete the hinge assembly by con-

necting the gate and post plates with 

the hinge connecting bolt and nuts. 

STEP THREE
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Install the latch assembly. Consider child safety, any local code restric-

tions and convenience when determining the latch height. Mark for the 

gate portion of the latch and mount. Align the post portion to the gate 

portion, mark and mount. 

INSTALLATION

GUIDE
VINYL GATE

STEP FOUR

Be sure that all ends of incoming rails 

on hinge and latch posts are sealed 

with tape to keep out concrete. 

Put a support under the gate to relieve 

the post of the hanging weight. 

STEP FIVE

STEP SIX
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STEP EIGHT Remove the supports once the concrete has set. Use the adjusting nuts to level the 

gate and take up any sag. Be sure to leave enough clearance so that the gate has full 

range of motion. 

INSTALLATION

GUIDE

Place supplied gate reinforcing into each of the gate posts (see Diagrams 1 

& 2). Fill each post with concrete making sure that the reinforcing is covered 

by l” or more to prevent rust streaking on the fence. Use a rubber mallet to 

gently tap the post as the concrete is being pured in to help eliminate voids. 

Allow concrete to set before removing gate supports. (48 hours). 

DIAGRAM 2DIAGRAM 1

GATE

HINGE

LATCH

HINGE

HINGE LOCATION

LATCH

GATE

B

HINGE LOCATION
1.250

REINFORCING

SECTION A-A SECTION B-B

POST

2.000

AA BAA B

REINFORCING

POST REINFORCING

2.000

SECTION A-A

POST

SECTION B-B

REINFORCING

POST

B

2.000

A A

DIAGRAM 2DIAGRAM 1

GATE

HINGE

LATCH

HINGE

HINGE LOCATION

LATCH

GATE

B

HINGE LOCATION
1.250

REINFORCING

SECTION A-A SECTION B-B

POST

2.000

AA BAA B

REINFORCING

POST REINFORCING

2.000

SECTION A-A

POST

SECTION B-B

REINFORCING

POST

B

2.000

A A

VINYL GATE

STEP SEVEN

Put caps on posts. Clean up posts, removing any concrete from above ground 

surfaces. Note: Use self closing and latching hinges for areas where it is import-

ant to maintain an enclosed space (pools, spas, live stock pastures, etc.). 

STEP NINE

STEP TEN Make sure to follow the simple 

Duralux Care and Maintenance 

guidelines in the dealer manual.


